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IMPORTANT SAFETY. INSTRUCTIONS

hen using an electrical appliance, basic precautions should always be followed, including the
ollowing:

READ ALL INSTRUCTIONS BEFORE USING (THIS APPLIANCE)

WARNING - To reduce the risk of fire, explosion, electric shock, or injury:

Do not use appliance with flammable or combustible liquids/fumes such as gasoline or use in
areas where they may be present.

Do not handle plug or appliance with wet hands, electric shock or personal injury may occur.

Do not use with damaged cord or plug, electric shock or personal injury may occur. If
appliance is not working as it should, has been dropped, damaged, left outdoors, or dropped
into water, return it to a service center.

Do not leave appliance when plugged in. Unplug from outlet when not in use and before
servicing.

Use only commercially available floor cleaners and waxes intended for machine application.

Do not allow to be used as a toy. Close attention is necessary when used by or near children.

Use only as described in this manual. Use only manufacturer’s recommended attachments.

Do not pull or carry by cord, use cord as a handle, close a door on cord, or pull cord around
sharp edges or corners. Do not run appliance over cord. Keep cord away from heated
surfaces.

Do not unplug by pulling on cord. To unplug, grasp the plug, not the cord.

. Do not put any object into openings. Do not use with any opening blocked; keep free of dust,
lint, hair, and anything that may reduce air flow.

. Keep hair, loose clothing, fingers, and all parts of body away from openings and moving
parts. _

. Turn off all controls before unplugging.
. Use extra care when cleaning on stairs.

. Use indoors only. Do not use outdoors and do not expose to rain.

SAVE THESE INSTRUCTIONS

Tennant 2100/2120/2130/2140/2150 (10-02)




LIRE TOUTES LES INSTRUCTIONS AVANT
DE FAIRE FONCTIONNER

(CET APPAREIL)

A\ ADVERTISSEMENT - Pour réduire les risques d'incendie, lexplosion, de choc électrique ou de
blessure:

1.

10.

11.

12.
13.
14.

Ne pas aspirer des liquides/vapeurs inflammables ou combustibles, comme de I'essence, et
ne pas faire fonctionner dans des endroits ou peuvente se trouver de tels liquides.

Ne pas toucher la fiche ou I'appareil lorsque vos mains sont humides, la décharge électrique
ou blessures peut se produire.

Ne pas utiliser si le cordon ou la fiche est endommagé, la décharge électrique ou blessures
peut se produire. Retourner lappareil a un atelier de réparation s'il ne fonctionne pas bien, s'il
est tombé ou s'il a été endommage, oublie a I'extérieur ou immergé.

Ne pas laisser I'appareil san surveillance lorsqu'il est branché. Débrancher lorsque I'appareil.
n'est pas utilisé et evant I'entretien.

Utiliser des produits nettoyants et des cires offerts sur le marché pour Papplication a la
machine.

Ne pas permettre aux enfants de jouer avec I'appareil. une attention particuliér est nécessarie
lorsque lappareil est utilisé par des enfants ou a proximite de ces deniers.

Nutiliser que conformément & cette notice avec les accessories recommandés par le
fabricant.

Ne pas tirer soulever ou trainer appareil par le condon. Ne pas uliliser le cordon comme une
poignée, le coincer dans 'embrasure d’'une porte ou 'appuyer contre des arétes vives ou des
coins. Ne pas faire rouler 'appareil sur le cordon. Garder le cordon a I'écart des surfaces
chaudes.

Ne pas débracher en tirant sur le cordon. Tier plutét la fiche.

N’insérer aucun objet dans les ouvertures. Ne pas utiliser I'appareil losqu’une ouverture est
bloquée. S’assurer que de la poussiéere, de la peluche, des cheveuxou d’autres matiéres ne
réduisent pas le débit d’air.

Maintenir les cheveuy, les vétements amples, les doigts et toutes les parties du corps 'écart des
ouveriures et des piéces mobiles

Mettre toutes les commandes a’la postion ARRET avant de de’brancher I'appareil.
User de prudence lors du nettoyage des escaliers.

Utiliser & fintererieur seulement. N'entreposez pas la machine a I'extérieur et évitez qu’elle ne
soit mouillée. '

Tennant 2100/2120/2130/2140/2150 (10-02)

ki

s .



INSTRUCCIONES IMPORTANTES--DE SEGURIDAD

Deben observarse siempre instrucciones basicas de seguridad al usar artefactos eléctricos
incluyendo las siguientes:

LEER TODAS LAS INSTRUCCIONES DE SEGURIDAD
ANTES DE USAR (ESTE ARTEFACTO)

A ADVERTENCIA — Para reducir el riesgo de incendio, choque eléctrico o lesiones:

1. No use el artefacto con liquidos/humos inflamables o combustibles tales como gasolina o
usar en areas donde pueden estar presentes.

2. No maneje el enchufe o el artefacto con manos mojadas, ya que puede ocurrir choque
eléctrico o lesiones personales.

3. No use con corddn o enchufe danados, ya que puede ocurrir choque eléctrico o lesiones
personales. Si el artefacto no esta funcionando bien, se ha dejado caer, se ha dafado,
dejado al aire libre, o dejado caer al agua, devuélvalo al centro de servicio.

4. No dejar el artefacto desatendido cuando esta enchufado. Desenchufar del tomacorrientes
cuando no se usa y antes de prestar servicio.

5. Usar sdlo limpiadores de piso y ceras comercialmente disponibles destinadas para aplicacién
a maquina.

6. No permitir que se use como un juguete. Se requiere mucha atencion cuando se usa por o
cerca de los nifos.

7. Usar sélo segun se describe en este manual. Usar solo los aditamentos recomendados por el
fabricante.

8. No tirar de ni arrastrar por el cordén, no usar el cordon como un mango, no cerrar la puerta
sobre el corddn ni tirar del cordén sobre bordes o esquinas aguzadas. No pasar el artefacto
sobre el cordén. Mantener el corddn alejado de superficies calientes.

9. No desenchufar tirando del corddn. Para desenchufar, sujetar el enchufe, no el cordén.

10. No colocar objetos en las aberturas. No usar con aberturas bloqueadas, mantener libre de
polvo, pelusa, cabellos y todo lo que pueda reducir el flujo de aire.

11. Mantener el cabello, ropas holgadas, dedos, y todas las partes del cuerpo alejadas de las
aberturas y piezas moviles.

12. Antes de desenchufar apagar todos los controles.
13. Ser muy precavido al limpiar sobre escaleras.

14. Usar siempre bajo techo. No usar al aire libre ni sobre superficies mojadas.

MANTENER ESTE INSTRUCCIONES
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GROUNDING INSTRUCTIONS

This appliance must be grounded. If it should malfunction or breakdown, grounding provides a
path of least resistance for electric current to reduce the risk of electric shock. This appliance is
equipped with a cord having an equipment-grounding conductor and grounding plug. The plug

must be plugged into an appropriate outlet that is properly installed and grounded in accordance
with all local codes and ordinances.

A WARNING - Improper connection of the equipment—grounding conductor can result
in a risk of electric shock. Check with a qualified electrician or service person if you are in
doubt as to whether the outlet is properly grounded. Do not modify the plug provided with

the appliance — if it will not fit the outlet, have a proper outlet installed by a qualified elec-
trician.

This appliance is for use on a nominal 120—volt circuit and has a grounding attachment plug that
looks like the plug illustrated in sketch. Make sure that the appliance is connected to an outlet
having the same configuration as the plug. No adaptor should be used with this appliance.

GROUNDED OUTLET
(3 HOLE) \

GROUNDING PIN

INSTRUCTIONS VISANT LA MISE ‘A LA TERRE

Cet appareil doit &tre mis a la terre. En cas de défaillance ou de panne éventuelles, la mise a la
terre fournit au courant un chemin de moindre résistance qui réduit le risque de choc électrique.
Cet appareil est pourvu d’un cordon muni d’'un conducteur de terre et d’une fiche avec broche de
terre. La fiche doit étre branchée dans une prise appropriée correctement installée et mise a la
terre conformément aux réglements et ordonnances municipaux.

AVERTISSEMENT. Un conducteur de terre mal raccordé peut entrainer un risque de choc
électrique. Consulter un électricien ou un technicien d’entretien qualifié si vous n’étes
pas certain que la prise est correctement mise a la terre. Ne pas modifier la fiche fournie
avec I'appareil — si elle ne peut étre insérée dans la prise, faire installer une prise adéquate
par un électricien qualifié.

Cet appareil est destiné & un circuit de 120 v et est muni dune fiche de mise a la terre semblable a
celle illustrée par le croquis. S'assurer que 'appareil est branché a une prise de courant ayant la méme
configuration que la fiche. Aucun adaptateur ne devrait étre utilisé avec cet appareil.
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INSTRUCCIONES DE CONEXION A TIERRA

Este artefacto debe conectarse a tierra. Si funciona mal o se descompone, la conexion a tierra
provee una trayectoria de menor resistencia para la corriente eléctrica, para reducir el riesgo de
choque eléctrico. Este artefacto esta provisto con un cordén que tiene un conductor de conexién
a tierra del equipo y un enchufe de conexidn a tierra. El enchufe debe enchufarse a un tomacor-
rientes apropiado que esté correctamente instalado y conectado a tierra de acuerdo con todos
los codigos y ordenanzas locales.

A ADVERTENCIA: La conexién incorrecta del conductor de conexidn a tierra del equipo
puede resultar en un riesgo de choque eléctrico. Consultar con un electricista calificado o
persona de servicio si existen dudas acerca de si el tomacorrientes esta correctamente
conectado a tierra. No se debe maodificar el enchufe provisto con el artefacto — si no se
inserta en el tomacorrientes hacer que un electricista calificado instale un tomacorrientes
correcto.

Este artefacto es para usar en un circuito nominal de 120 voltios y tiene un enchufe de aditamen-
to para conectar a tierra que se parece al enchufe ilustrado en la figura. Asegurarsé que el arte-
facto esté conectado a un tomacorrientes con la misma configuracidon que el enchufe. No se debe
usar un adaptador con este artefacto.

ENCHUFE.CONECTA-
DO A TIERRA
{3 ORIFICIOS) N
Y

P
<7
ol
CLAVIJA DE CONEXION A\
TIERRA
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OPERATION

This manual is furnished with each new model.
It provides necessary operation and maintenance
-instructions and an illustrated parts list.

Read this manual completely and understand the
machine before operating or servicing it.

Use the illustrated Parts List to order replacement
parts. Before ordering parts or supplies, be sure to
have your machine model number and serial number
available. Parts and supplies may be ordered by
phone or mail from any authorized parts and service
center, distributor or from any of the manufacturer’s
subsidiaries.

This machine will provide excellent service. However,
the best results will be obtained at minimum costs if:

* The machine is operated with reasonable care.

* The machine is maintained regularly - per the
maintenance instructions provided.

* The machine is maintained with manufacturer
supplied or equivalent paris.

MACHINE DATA

Please‘fiﬂ out at time of installation for future reference.

Modei No.-

Install. Date -

Serial No.-

© 2002, 2003 Tennant Company Printed in the Czech Repubilic
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,OPERATION

SAFETY PRECAUTIONS

This machine is intended for commercial use only.
It is designed exclusively to scrub floors in an
indoor environment and is not constructed for any
other use. Use only recommended pads/

brushes and commercially available floor cleaners
and waxes intended for machine application.

All operators must read, understand and practice
the following safety precautions.

The following warning alert symbol and the “FOR
SAFETY” heading are used throughout this manual as
indicated in their description:

A WARNING: To warn of hazards or unsafe
practices which could result in severe personal
injury or death.

FOR SAFETY: To identify actions which must be
followed for safe operation of equipment.

Failure to follow these warnings may result in:
personal injury, electrocution, electric shock, fire
or explosion:

A\ WARNING: Do Not Use Flammable Liquids Or
Operate Machine In Or Near Flammable Liquids,
Vapors Or Combustible Dusts.

This machine is not equipped with an explosion
proof motor. The electric motor will spark upon
start up and during operation which could cause a
flash fire or explosion if machine is used in an
area where flammable vapors/liquids or
combustible dusts are present.

A WARNING: Do Not Operate With Damaged
Power Cord. Do Not Modify Plug. Unplug Power
Cord Before Servicing Machine

If the supply cord is damaged or broken, it must
be replaced by the manufacturer or it’s service
agent or a similarly qualified person in order to
avoid a hazard.

A WARNING: Do Not Use Outdoors. Do Not
Expose to Rain. Store Indoors.

The following information signals potentially
dangerous conditions to the operator or
equipment:

FOR SAFETY:

1. Do not operate machine:
— With flammable liquids or near flammable
vapors as an explosion or flash fire may
occur.

Unless trained and authorized.

Unless operator manual is read and
understood.

Unless cord is properly grounded.
With damaged cord or plug.

If not in proper operating condition.
In outdoor areas.

In standing water.

With the use of an extension cord.

Before operating machine:

Make sure all safety devices are in place
and operate properly.

Place wet floor signs as needed.

Remove loose objects on floor to prevent
dangerous projectiles if struck by spinning
pad.

When using machine:

Stay clear of spinning pad.
Do not run machine over cord.
Do not pull machine by plug or cord.

Do not pull cord around sharp edges or
corners.

Wear non-slip shoes.

Do not close doors on cord.

Do not unplug by pulling on cord.

Do not stretch cord.

Do not handle plug with wet hands.

Keep cord away from heated surfaces.
Never activate the power when the handle
is in the upright position.

Do not release handles until pad comes to
a complete stop.

Go slow on inclines and slippery surfaces.
Never allow children to play on or around.
Report machine damage or faulty
operation immediately.

Follow mixing and handling instructions
on chemical containers.

Before leaving machine:

Turn off machine.
Unplug cord from wall outlet.

When servicing machine:

Unplug cord from wall outlet.

Avoid moving parts. Do not wear loose
jackets, shirts, or sleeves.

Use manufacturer supplied or approved
replacement parts.

All repairs must be performed by a
qualified service person.

Do not modify the machine from it’s
original design.

Tennant 2100/2120/2130/2140/2150 (10-02)
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OPERATION

6. When transporting machine:
- Get assistance when lifting machine.
— Unplug cord from wall outlet.

- Use tie-down straps to secure machine to
truck or trailer.

GROUNDING INSTRUCTIONS

Machine must be grounded. If it should
malfunction or breakdown, grounding provides a
path of least resistance for electrical current to
reduce the risk of electrical shock. This machine
is equipped with a cord having an
equipment-grounding conductor and grounding

piug.

The plug must be plugged into an appropriate
outlet that is properly installed in accordance with
all local codes and ordinances. Do not remove
ground pin; if missing, replace plug before use.

Grounded

3 Hole Qutlet \

i)
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. OPERATION

WARNING LABELS

The warning labels appear on the machine in the
locations indicated. Replace labels if they become .
damaged or illegible.

' WARNING LABEL -

Located on base (2100}
Located on capacitor housing (2120/2130/2140/2150)

A WARNING: To reduce the risk of fire, use
only commerclally available floor cleaners and waxes
intended for machine application.

A\ AVERTISSEMENT: Pour réduire les risque
d'incendie, utiliser des produits nettoyants et des cires
offerts sur le marché pour l'application & la machine.

602597

" FAILURE TO FOLLOW THESE WARNINGS MAY
RESULT IN: PERSONAL INJURY, ELECTROCUTION,
ELECTRICAL SHOCK, FIRE OR EXPLOSION.

ok

Da Not Use Flammable Liquids Or Operate
Machine In Or Near Flammable Liquids,
Vapors Or Combustible Dusts.

Do Net Operate With Damaged Power Cord.
Qo Not Modify Plug, Unplug Power Cord
Before Servicing Machine,

iy Do Not Use Qutdoors. Do Not Expose To
W/ Rain. Stare indoors. 613286

OR SAFETY: READ THE OWNER'S
MANUAL BEFORE USING MACHINE.
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OPERATION

MACHINE COMPONENTS

MACHINE ASSEMBLY

Control Handle

Handle Height Adjustment lever
Safety Lock Levers

On/Off Levers

Solution Control Lever for Optional Solution Tank
Power Cord

Power Cord Storing Hook
Transport Wheels

9. Motor

10. Capacitor Housing

11. Scrub Head Base

12. Bumper

13. Solution Supply Connector for Optional Solution
Tank

© NN

Carefully check carton for signs of damage. Report
damages at once to carrier.

ATTACHING HANDLE TO BASE

1. Position the handle assembly on the base as
shown. Insert (4) screws, supplied, through the top
of the handle support and into the machine base.
From bottom side of base, secure screws with
nuts and washers (12 N-m / 8.85 ft-Lbs torque),
13 mm wrench required (Figure 1).

2. Connect the power cord into the switch housing
receptacle (Figure 1). :

FIG.

ATTACHING OPTIONAL SOLUTION TANK

1. Attach the upper solution tank support bracket to
the handle as shown, do not tighten screws at this
time, 5 mm allen wrench required (Figure 2).

FIG. 2

2. Insert the tab at the bottom of the solution tank
into the tank support slot located near the handle
base as shown. Secure the top of the tank with
the upper support bracket as shown. Then tighten
the upper support bracket screws (Figure 3).

Fennant 2100/2120/2130/2140/2150 (10-02)
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. OPERATION :

FIG. 3

3. Connect the chain 1o the solution control lever.
Connect the solution feed tube to the solution
supply connector on the machine base (Figure 4).

"FIG.

A\ WARNING: To reduce the risk of fire, use only
commercially available floor cleaners and waxes
intended for machine operation.

A\ WARNING: Do Not Use Flammable Liquids Or
Operate Machine In Or Near Flammable Liquids,
Vapors Or Combustible Dusts.

This machine is not equipped with an explosion
proof motor. The electric motor will spark upon
start up and during operation which could cause a
flash fire or explosion if machine is used in an
area where flammable vapors/liquids or
combustible dusts are present.

FOR SAFETY: When using machine, follow mixing
and handling instructions on chemical containers.

MACHINE SETUP

INSTALLING PAD DRIVER / PAD / BRUSH

FOR SAFETY: Before leaving or servicing
-machine, unplug cord from wall outlet.

1. Pull the handle height adjustment lever and raise
the handie to the upright position. Carefuily tiit the
machine backwards and rest the handle on the
floor (Figure 5).

FIG. 5

2. Position pad on pad driver. If machine is equipped
with plastic centerlock, secure pad with lock
(Figure 6).

NOTE: Consult your authorized distributor for pad and
brush recommendations. Use only manufacturer
supplied or approved pad drivers and brushes.

FIG. 6

3. Position the pad driver/brush on the drive motor
hub and turn it counter-clockwise to engage
(Figure 7).

| FIG.7
4. Return machine to the upright position.

12
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OPERATION

MACHINE OPERATION

FOR SAFETY: Do not operate machine unless
operator manual is read and understood.

OPERATING MACHINE

A\ WARNING: Do Not Use Flammable Liquids Or
Operate Machine In Or Near Flammable Liquids,
Vapors Or Combustible Dusts.

This machine is not equipped with an explosion
proof motor. The electric motor will spark upon
start up and during operation which could cause a
flash fire or explosion if machine is used in an
area where flammable vapors/liquids or
combustible dusts are present.

1. Plug the power cord into a grounded wall outlet
(Figure 8).

Grounded

3 Hole Outlet\

Ground Pin

FiG.8

FOR SAFETY: Do not operate machine unless
cord is properly grounded. Do not operate
machine with damaged cord or plug. Do not
operate machine with the use of an extension
cord,

2. Lower the handie to a desired operating height by
pulling the handle height adjustment lever.
Release lever to engage handle (Figure 9).

FIG. 9

i 2

3. Before starting the machine, hold the handle so
the machine base is parallel to floor (Figure 10).
This will reduce the abrupt jolt when starting the
machine.

FIG.10
NOTE: For first time users, practice with a polishing
pad which is less aggressive.

4. To begin scrubbing, hold the handles firmly,
depress the safety lock levers and pull the On/Off
levers. Release safety lock lever once machine
starts (Figure 11).

ATTENTION: Use caution when starting out, the
machine will jolt when the On/Off levels are
activated.

Tennant 2100/2120/2130/2140/2150 (10-02)
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- OPERATION

5. To move the machine left (A), slightly lower the
handle. To move right (B), slightly raise the
handle. Operate the machine with a side to side
motion (Figure 12). '

FIG. 12

6. To stop machine, release the On/Off levers and
hold handles firmly until machine comes to a
complete stop. The safety lock lever will
automatically engage.

FOR SAFETY: When using machine, do not
release handles until pad comes to a complete
stop.

7. Do not operate the machine in the same spot for a
long period of time. Floor damage may resuit.

8. To maneuver over thresholds and floor grates,
stop the machine and tilt it back on the transport
wheels.

9. When machine is not in use, do not leave machine
standing on the pad/brush. Pad/brush damage
may resulit.

10. When done scrubbing perform the following
machine maintenance procedures.

FIG. 13

MACHINE MAINTENANCE

OPERATING THE OPTIONAL SOLUTION TANK

1. Remove cover and fill the solution tank with a
recommended solution. Replace cover after filling.

FOR SAFETY: When using machine, follow mixing
and handling instructions on chemical containers.

2. Lower handle to working position. Pull the solution
control lever to disperse solution to the pad/brush
(Figure 13).

4 WARNING: Do Not Use Flammable Liquids Or
Operate Machine In Or Near Flammable Liquids,
Vapors Or Combustible Dusts.

This machine is not equipped with an explosion
proof motor. The electric motor wilt spark upon
start up and during operation which could cause a
flash fire or explosion if machine is used in an
area where flammable vapors/liquids or
combustible dusts are present.

FOR SAFETY: When servicing machine, unplug
cord from wall outlet.

1. Remove and clean the pad driver/brush after each
use.

2. Clean the machine base after each use.

If equipped, rinse solution tank and solution supply
hose with clear water.

4. Inspect power cord for damage after each use. If
worn or damaged, replace immediately.

5. Wipe the power cord with damp cloth and neatly
coil it around cord hook and handle after each use.

6. Periodically check that all bolts and nuts are tight.

FOR SAFETY: When servicing machine, all repairs
must be performed by a qualified service person.

STORING MACHINE

1. Unplug the power cord and remove the pad from
the machine. Neatly coil the cord around the cord
hook and handle to prevent cord damage.

2. Store machine in a dry area in the upright position.

4b. WARNING: Do Not Use Outdoors. Do Not
Expose to Rain. Store Indoors.

14
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i OPERATION

TRANSPORTING MACHINE RECOMMENDED STOCK ITEMS

1. Unplug the power cord and remove the pad from Refer to the Parts List section for recommended stock
the machine. Neatly coil the cord around the cord items. Stock ltems are clearly identified with a bullet
hook and handle to prevent cord damage. preceding the parts description as shown (Figure 14).

2. Load the machine using a recommended loading
ramp or carefully lift the machine with adequate

assistance. T ST\ Ao EARCEFE T

. . 2 10613 SFLQAT, SHUTORE 1

FOR SAFETY: When transporting machine, get 3 XL HFFLE i
N ps e . { 1714 SCABRET T
‘assistance when lifting machine. ; AT T, FLOVED 7

3. Secure machine with tie—down straps when FIG. 14
transporting by vehicle.

A WARNING: Do Not Use Outdoors. Do Not
‘Expose to Rain. Store Indoors.

‘TROUBLE SHOOTING

PROBLEM | CAUSE SOLUTION
1 Machine does not Faulty power cord. Contact Service Center.
operate. Tripped building circuit breaker. Reset circuit breaker in building.
Faulty machine wiring. Contact Service Center.
Faulty On/Off lever switch. Contact Service Center.
Faulty motor. Contact Service Center.

The cord connection between the handle and | Ensure correct cord connection.
base is not correctly inserted.

Machine operates Soiled Pad. Replace Pad.
;iél:ign\'/vobble or jerky Improper pad/brush for application Change to proper pad/brush.
i Pad driver/brush not installed correctly. Remove and reinstall pad driver/brush.
Pad/brush unevenly worn. ' Replace pad/brush.
Pad not properly centered. Remove and reinstall pad.

ant 2100/2120/2130/2140/2150 (10-02) .15
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- OPERATION

SPECIFICATIONS

MODEL . 12100 2120 2130 2140 2150
WIDTH 33 cm (131in) 43 cm (17 in) 51 cm (20 in) 43cm (17 in) 51 cm (20 in)
MACHINE HEIGHT - |119¢cm 123 cm 123 cm 123 cm 123 cm
(47 in) (48.42 in) (48.42in) (48.42in) (48.42in)
BASE HEIGHT 24¢cm (9.4in) |23 cm (9in) 28 cm (11 in) 32cm (12.6in) | 33 cm.(13in)
LENGTH 455 cm 62.5¢cm 62.5 cm 72.5¢cm 72.5¢cm
(17.9in) (24.6 in) (24.6 in) (28.5in) (28.51n)
WEIGHT 30Kg (66 Ibs) |39 Kg (861bs) |46 Kg (101 Ibs) | 52 Kg (115 Ibs) | 59 Kg (130 Ibs)
OPERATING VOLTAGE 120V /60 Hz 120V /60 Hz 120V /60 Hz 120V /60 Hz 120V /60 Hz
DRIVE MOTOR RATED OUTPUT B7HP, B A 125HP,9.2A [|125HP,92A |1.75HP, 13A |1.75HP, 13 A
495 W 900 W 900 W 11320 W 1320 W
PAD/BRUSH SPEED 240 RPM 180 RPM 180 RPM 180 RPM 180 RPM
POWER CORD LENGTH 125M 411ty [125M (41 1) 125 M (41 1) 125M@41f) |12.5M(41 1)
BRUSH PAD DIAMETER 33cm (13in) 43cm (17 in) 51 cm (20 in) 43cm (17in) |51 cm (20 in)
BRUSH PRESSURE .47 N/cm?2 .37 N/em2 .28 N/cm2 .52 N/cm?2 .35 Nlcm2
(.68 Ib/in?) (.54 Ib/in2) (.41 1b/in2) (.75 Ib/in?) (.51 Ib/in2)
DECIBEL RATING AT OPERATOR’S 65dB(A) 65dB(A) 65dB(A) 65dB(A) 65dB(A)
EAR, INDOORS ON TILE FLOOR

Specifications may change without notice.

MACHINE DIMENSIONS

2100 - 119 cm (47 in)

2120/2130/2140/2150
123 cm (48.42 in)

2100-24 cm (9.4 in)
2120-23cm (9 in)
2130 ~28 cm (11 in)
2140 -32 cm (12.6 in)
2150-33 cm (13 in)

———bl 2100 -33 cm (13in) L——-— L‘21 00-45.5¢m (17.9 in)-l’l
in)

S AU
2120/2140 — 43 cm (17 in) 2120/2130 - 62.5 cm (24.6
2130/2150 — 51 cm (20 in) 2140/2150 — 72,5 cm (28.5 in)
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